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1.0  INTRODUCTION 
 

 

On Friday, December 9, 2016, ECSi, Inc. performed annual air pollution source testing and semi-annual leak 

testing of an ethylene oxide (EtO) sterilization and emission-control system operated by Sterigenics, Inc. in 

Ontario, California.  The control device tested included one Donaldson Abator catalytic oxidizer, which is 

currently used to control emissions from eight commercial ethylene oxide sterilizer backvents, and one 

aeration room.  The purpose of the testing program was to evaluate continued compliance with South Coast 

Air Quality Management District (SCAQMD) Rule 1405, the conditions established in the permit (F96410) 

granted to Sterigenics, Inc. by the SCAQMD, and with the work practice provisions in 40 CFR 63.363(b)(4)(i). 
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2.0  EQUIPMENT 
 

 

The EtO gas-sterilization system is comprised of eight commercial sterilizers, all discharging through liquid-

ring vacuum pumps to an existing packed-tower acid scrubber emission control device.  The sterilization 

chamber backvents for all chambers discharge to the aeration room, which discharges to a Donaldson EtO 

Abator catalytic oxidizer emission-control device.  The gas-sterilization and emission-control equipment 

consists of the following: 

 

• Six identical Trumbo/Xytel Gas Sterilizers, each comprised of a heated 2460 cubic foot interior 

volume sterilization chamber, a recirculating vacuum pump chamber evacuation system, and a 

backvent valve 

 

• Two identical Trumbo/Xytel Gas Sterilizers, each comprised of a heated 5300 cubic foot interior 

volume sterilization chamber, a recirculating vacuum pump chamber evacuation system, a backvent 

valve, and a fugitive emissions exhaust hood 

 

• One aeration room, comprised of a heated aeration chamber and a chamber exhaust/vent system. 

 

Sterilizer vacuum pump emissions are controlled by: 

 

• One Ceilcote packed tower chemical scrubber, Model SPT-48-168, 4’-0” diameter and 23’-4” high, 

equipped with a 14’ deep bed of No. 1 Tellerette packing, a 5000 gallon reaction tank with two 10 hp/ 

151 gpm recirculating pumps (one standby), and a 3 hp/2000 cfm exhaust fan. 

 

Sterilizer backvent and aeration emissions are controlled by: 

 

• One Donaldson EtO Abator System, 25,000 SCFM, equipped with a prefilter, a gas-fired heater, an 

exhaust gas heat exchanger, a reactive catalyst bed, and an exhaust blower. 
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3.0  TESTING 
 

 

EtO source testing was conducted in accordance with the procedures outlined in CARB Method 431 and 

USEPA CFR40, Part 63.365.  EtO emissions monitoring was conducted simultaneously at the inlet and 

outlet of the Abator during the entire backvent duration of one of the eight sterilizers, and during three one-

hour time intervals of the aeration process. 

 

During backvent/aeration testing, EtO emissions at the inlet and the outlet of the catalytic oxidizer were 

determined using direct source sample injection into the gas chromatograph (GC).  All backvent and aeration 

testing was performed using freshly sterilized product. 
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4.0  RULE/COMPLIANCE REQUIREMENTS 
 

 

The EtO gas-sterilization system at Sterigenics, Inc. was tested to evaluate compliance with the conditions 

specified in the SCAQMD Permit, and with the requirements outlined in SCAQMD Rule 1405.  The current 

testing was performed to demonstrate continued compliance with the following requirements: 

 

• The backvent valve discharge stream must be vented to control equipment with an EtO emission-

reduction efficiency of at least 99.0% by weight; 

 

• The aeration discharge stream must be vented to control equipment with an EtO emission-reduction 

efficiency of at least 99.0% by weight; 

 

Testing is required to demonstrate compliance with these requirements.  Source testing of the emission-

control device is required initially, and is required annually thereafter. 
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5.0  TEST METHOD REFERENCE 
 

 

5.1 INTRODUCTION 

 

EtO source testing was conducted in accordance with the procedures outlined in CARB Method 431 and 

USEPA CFR40, Part 63.365.  EtO emissions monitoring was conducted simultaneously at the inlet and 

outlet of the Abator during the entire backvent duration of one of the eight sterilizers, and during three one-

hour time intervals of the aeration process. 

 

During backvent/aeration testing, EtO emissions at the inlet and the outlet of the catalytic oxidizer were 

determined using direct source sample injection into the gas chromatograph (GC).  All backvent and aeration 

testing was performed using freshly sterilized product. 

 

Operation and documentation of process conditions were performed by personnel from Sterigenics, Inc. 

using existing monitoring instruments installed by the manufacturer of the equipment to be tested.  In 

accordance with SCAQMD requirements, and the procedures established in USEPA CFR40, Part 63, 

Subpart O, catalyst bed operating temperature was recorded, and is presented in Tables 1 and 2. 

 

5.2 VOLUMETRIC FLOW MEASUREMENT 
 

Exhaust gas flow at the outlet of the Abator was determined by EPA Method 2C using a standard pitot tube 

and an inclined-oil manometer.  Sampling ports were installed in accordance with EPA Method 1, and are 

located far enough from any flow disturbances to permit accurate flow measurement. 

 

Temperature measurements were obtained from a type K thermocouple and thermometer attached to the 

sampling probe.  Exhaust gas composition was assumed to be air and small amounts of water vapor.  Water 

vapor was negligible, at about 3 percent. 
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5.3 CONTROL EFFICIENCY AND MASS EMISSIONS MEASUREMENT 
 

During backvent and aeration testing, EtO emissions at the inlet and outlet of the catalytic oxidizer were 

determined using direct source sample injection into the GC.  The mass of EtO emitted to the inlet and from 

the outlet were determined using the equation shown below in Section 5.9.  Mass-mass control-efficiency of 

EtO during the backvent and aeration phases was calculated by comparing the mass of EtO vented to the 

system inlet to the mass of EtO vented from the system outlet. 

 

During the backvent and aeration phases, vented gas was analyzed by an SRI, Model 8610, portable gas 

chromatograph (GC), equipped with the following:  dual, heated sample loops and injectors; dual columns; 

and dual detectors.  A flame ionization detector (FID) was used to quantify inlet EtO emissions, and a 

photoionization detector (PID) was used to quantify low-level EtO emissions at the emission-control device 

outlet. 

 

5.4 SAMPLE TRANSPORT 

 

Source gas was pumped to the GC at approximately 500-1000 cubic centimeters per minute (cc/min) from 

the sampling ports through two lengths of Teflon® sample line, each with a nominal volume of approximately 

75 cubic centimeters (cc) and an outer diameter of 0.25 inch.  At the inlet of the catalytic oxidizer, the 

sampling port was located in the common backvent/aeration discharge duct, upstream of the oxidizer.  At the 

outlet of the catalytic oxidizer, sampling ports were located in the exhaust stack downstream of the catalyst 

bed. 

 

5.5 GC INJECTION 

 

Source-gas samples were injected into the GC which was equipped with two heated sampling loops, each 

containing a volume of approximately 2cc and maintained at 100 degrees Celsius (C).  Injections occurred at 

approximately one-minute intervals during backvent testing, and at approximately five-minute intervals during 

aeration testing.  Helium was the carrier gas for both the FID and PID. 



ECSi 7

5.6 GC CONDITIONS 

 

The packed columns for the GC were operated at 90 degrees C.  The columns were stainless steel, 6 feet 

long, 0.125 inch outer diameter, packed with 1 percent SP-1000 on 60/80 mesh Carbopack B. 

 

During the analysis, the FID was operated at 250 degrees C.  The support gases for the FID were hydrogen 

(99.995% pure) and air (99.9999% pure).  Any unused sample gas was vented from the GC system back to 

the inlet of the control device being tested. 

 

5.7 CALIBRATION STANDARDS 

 

The FID was calibrated for mid-range part-per-million-by-volume (ppmv) level analysis using gas proportions 

similar to the following: 

 

 1) 100 ppmv EtO, balance nitrogen 

 2) 50 ppmv EtO, balance nitrogen (audit gas) 

 3) 10 ppmv EtO, balance nitrogen 

 4) 1 ppmv EtO, balance nitrogen 

 

The PID was calibrated for low-range ppmv level analysis using gas proportions similar to the following: 

 

 1) 100 ppmv EtO, balance nitrogen 

 2) 50 ppmv EtO, balance nitrogen (audit gas) 

 3) 10 ppmv EtO, balance nitrogen 

 4) 1 ppmv EtO, balance nitrogen 

 

Each of these calibration standards was in a separate, certified manufacturer's cylinder.  Copies of the 

calibration gas laboratory certificates are attached as Appendix E. 
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5.8 SAMPLING DURATION 

 

Sampling was performed during the entire backvent duration of one of the eight sterilizers, and during three 

one hour time intervals of the aeration process. 

 

Backvent testing was performed with freshly sterilized product in the sterilization chamber, upon initial 

opening of the backvent valve at the conclusion of the sterilizer vacuum vent phase.  All aeration testing was 

performed with freshly sterilized product in the aeration rooms. 

 

5.9 CONTROL-EFFICIENCY/MASS-EMISSIONS CALCULATIONS 

 

Mass emissions of EtO during the backvent and aeration phases were calculated using the following 

equation: 

 

MassRate = (VolFlow)(MolWt)(ppmv EtO/106)/(MolVol) 

 

Where: 

MassRate = EtO mass flow rate, pounds per minute 

VolFlow = Corrected volumetric flow rate, standard cubic feet per minute at 68 degrees F 

MolWt = 44.05 pounds EtO per pound mole 

ppmv EtO = EtO concentration, parts per million by volume 

106 = Conversion factor, ppmv per "cubic foot per cubic foot" 

MolVol = 385.32 cubic feet per pound mole at one atmosphere and 68 degrees F 

 

Mass-mass control efficiency of EtO was calculated for the backvent/aeration.  Results of the control-

efficiency testing are presented in Section 8.0 and Tables 1 and 2. 

 

5.11 LEAK TESTING 

 

Testing for EtO leaks was conducted by CARB Method 21 in accordance with SCAQMD Rule 1405.  Testing 

was conducted during the exposure and chamber evacuation phases of the sterilization and exhaust cycles 

of the sterilizer.  These conditions represent maximum sterilant gas mass flow through the system. 
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EtO leak testing was performed using a Bacharach EO Leakator, Part Number 19-7057, Gas Leak Detector, 

equipped with a metal-oxide semi-conductor sensor, an audible signal, and a visual display.  The lower 

detection limit of the instrument is less than the leak definition specified for EtO in SCAQMD Rule 1405.  This 

leak definition is 10 ppm EtO for sterilant gas composed of 100 percent EtO. 

 

EtO concentration was measured one centimeter from the surface of all accessible components of the 

sterilizer and emission-control device that are potential sources of EtO leakage.  Each component found to 

be leaking was identified and tagged.  The date and the results of the EtO measurement for each leaking 

component were entered on that component's tag.  The leak test data is summarized in Section 8.0 and in 

Table 3. 
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6.0  TEST SCENARIO 
 

 

The emission-control device was tested under conditions of the maximum EtO mass flow to the emission-

control device under normal operating conditions.  The maximum EtO mass flow to the emission-control 

device was achieved by testing the sterilizer through its entire backvent phase and through three one-hour 

intervals of the 24-hour/day aeration process, with freshly sterilized product in aeration. 
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7.0  QA/QC 
 

 

7.1 FIELD TESTING QUALITY ASSURANCE 
 

At the beginning of the test, the sampling system was leak checked at a vacuum of 15 inches of mercury.  

The sampling system was considered leak free when the flow indicated by the rotameters fell to zero. 

 

At the beginning of the test, a system blank was analyzed to ensure that the sampling system was free of 

EtO.  Ambient air was introduced at the end of the heated sampling line and drawn through the sampling 

system line to the GC for analysis.  The resulting chromatogram also provided a background level for non-

EtO components (i.e. ambient air, carbon dioxide, water vapor) which are present in the source gas stream 

due to the ambient dilution air which is drawn into the emission-control device, and due to the destruction of 

EtO by the emission-control device which produces carbon dioxide and water vapor.  This chromatogram, 

designated AMB, is included with the calibration data in Appendix A. 

 

7.2 CALIBRATION PROCEDURES 
 

The GC system was calibrated at the beginning and conclusion of each day's testing.  Using the Peaksimple 

II analytical software, a point-to-point calibration curve was constructed for each detector.  A gas cylinder of 

similar composition as the calibration gases, but certified by a separate supplier, was used to verify 

calibration gas composition and GC performance. 

 

All calibration gases and support gases used were of the highest purity and quality available.  A copy of the 

laboratory certification for each calibration gas is attached as Appendix E. 
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8.0  TEST RESULTS 

 

 

The Donaldson EtO Abator demonstrated an EtO control efficiency of 99.980 percent for the control of 

aeration emissions, and 99.982 percent for the control of backvent emissions.  SCAQMD Rule 1405 

specifies that EtO emission-control devices, at gas sterilization facilities with EtO usage in the range of 

Sterigenics, Inc., must have an EtO control efficiency of 99.0 percent or more during the aeration and 

backvent phases.  The emission-control device met this requirement. 

 

The entire gas sterilization and emission control system was also found to be leak free. 

 

The test results are summarized in Table 1, 2 and 3.  Chromatograms and chromatographic supporting data 

are attached as Appendices A through C.  Copies of field data and calculation worksheets are attached as 

Appendix D. 
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TABLES



TABLE 1
ETHYLENE OXIDE CONTROL EFFICIENCY - AERATION
OF AN ETHYLENE OXIDE EMISSION CONTROL DEVICE

OPERATED BY STERIGENICS, INC.
IN ONTARIO, CALIFORNIA

ON DECEMBER 9, 2016

RUN INJECTION INLET ETO OUTLET ETO ETO CONTROL
NUMBER TIME CONC. (PPM)(1) CONC. (PPM)(2) EFFICIENCY

    1(3) 947 49.8 0.01 99.9799
1 952 48.3 0.01 99.9793
1 957 48.9 0.01 99.9796
1 1002 47.0 0.01 99.9787
1 1007 46.3 0.01 99.9784
1 1012 44.9 0.01 99.9777
1 1017 45.6 0.01 99.9781
1 1022 44.9 0.01 99.9777
1 1027 46.4 0.01 99.9784
1 1032 45.1 0.01 99.9778
1 1037 45.2 0.01 99.9779
1 1042 44.2 0.01 99.9774

    2(4) 1110 57.3 0.01 99.9825
2 1115 55.8 0.01 99.9821
2 1120 56.3 0.01 99.9822
2 1125 56.0 0.01 99.9821
2 1130 57.4 0.01 99.9826
2 1135 58.8 0.01 99.9830
2 1140 56.4 0.01 99.9823
2 1145 56.0 0.01 99.9821
2 1150 51.5 0.01 99.9806
2 1155 50.0 0.01 99.9800
2 1200 49.7 0.01 99.9799
2 1205 52.1 0.01 99.9808

    3(5) 1210 54.6 0.01 99.9817
3 1215 54.2 0.01 99.9815
3 1220 53.4 0.01 99.9813
3 1225 52.2 0.01 99.9808
3 1230 51.3 0.01 99.9805
3 1235 47.7 0.01 99.9790
3 1240 46.6 0.01 99.9785
3 1245 47.0 0.01 99.9787
3 1250 47.6 0.01 99.9790
3 1255 47.2 0.01 99.9788
3 1300 47.5 0.01 99.9789
3 1305 48.1 0.01 99.9792

TIME-WEIGHTED AVERAGE: 50.31 0.0100 99.9800

SCAQMD REQUIRED CONTROL EFFICIENCY: 99.0%

Notes:   
(1) - PPM = parts per million by volume
(2) - 0.01 ppm is the quantification limit for the detector used at the outlet.
(3) - Aeration Phase Test Run #1 started at 09:45, ended at 10:45.
(4) - Aeration Phase Test Run #2 started at 11:08, ended at 12:08.
(5) - Aeration Phase Test Run #3 started at 12:08, ended at 13:08.
(4) - The average catalyst bed temperature recorded during the test was 299 degrees F.
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TABLE 2
ETHYLENE OXIDE CONTROL EFFICIENCY - BACKVENT
OF AN ETHYLENE OXIDE EMISSION CONTROL DEVICE

OPERATED BY STERIGENICS, INC.
IN ONTARIO, CALIFORNIA

ON DECEMBER 9, 2016

CYCLE INJECTION INLET ETO OUTLET ETO ETO CONTROL
PHASE TIME CONC. (PPM)(1) CONC. (PPM)(2) EFFICIENCY

    Backvent(3) 1053 47.9 0.01 99.9791
Backvent 1054 48.4 0.01 99.9793
Backvent 1055 48.9 0.01 99.9796
Backvent 1057 51.8 0.01 99.9807
Backvent 1058 53.0 0.01 99.9811
Backvent 1059 58.8 0.01 99.9830
Backvent 1100 56.6 0.01 99.9823
Backvent 1101 55.9 0.01 99.9821
Backvent 1103 56.4 0.01 99.9823
Backvent 1104 58.3 0.01 99.9828
Backvent 1105 58.1 0.01 99.9828
Backvent 1106 56.8 0.01 99.9824

TIME-WEIGHTED AVERAGE: 54.24 0.0100 99.9815

SCAQMD REQUIRED CONTROL EFFICIENCY: 99.0

Notes:   
(1) - PPM = parts per million by volume
(2) - 0.01 ppm is the quantification limit for the detector used at the outlet.
(3) - The backvent phase test run started at 10:52, ended at 11:07.
(4) - The average catalyst bed temperature recorded during the test run was 299 degrees F.
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APPENDIX B 
 

Backvent Chromatograms 
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APPENDIX C 
 

Aeration Chromatograms 
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APPENDIX D 
 

Field Data and Calculation Worksheets



ECSi, Inc.
Ethylene Oxide Mass Emissions Data and Calculations

Sterigenics, Inc. - Ontario, California
12-9-16 - Backvent Test Data

Stack Catalyst
DeltaP SqRtDeltaP Temp (F) ppm EtO Temp mw = 28.51

stack area = 15.9
0.14 0.3742 210 0.01 299 press = 29.10
0.14 0.3742 210 0.01 299 Tstd = 528
0.14 0.3742 210 0.01 299 Pstd = 29.92
0.14 0.3742 211 0.01 299 Cp = 0.99
0.14 0.3742 211 0.01 299 Kp = 85.49
0.14 0.3742 211 0.01 298 0.89916
0.14 0.3742 211 0.01 299 Velocity = 28.5 ft/sec
0.14 0.3742 211 0.01 299 Flow = 20173 dscfm
0.14 0.3742 211 0.01 299
0.14 0.3742 211 0.01 299 MWeto = 44.05
0.14 0.3742 211 0.01 299 MolVol = 385.32
0.14 0.3742 211 0.01 300 ppmv/ft3 = 1000000

Average = EtO Mass Flow = 0.0000231 lbs/min
0.14 0.3742 210.8 0.0100 299.0 EtO Mass Flow = 0.001384 lbs/hr

= 671 degR



ECSi, Inc.
Ethylene Oxide Mass Emissions Data and Calculations

Sterigenics, Inc. - Ontario, California
12-9-16 - Aeration Test Data

Stack Catalyst
DeltaP SqRtDeltaP Temp (F) ppm EtO Temp mw = 28.51
Run#1 stack area = 15.9
0.14 0.3742 211 0.01 299 press = 29.10
0.14 0.3742 210 0.01 299 Tstd = 528
0.14 0.3742 211 0.01 298 Pstd = 29.92
0.14 0.3742 211 0.01 298 Cp = 0.99
0.14 0.3742 210 0.01 298 Kp = 85.49
0.14 0.3742 210 0.01 298 0.8996
0.14 0.3742 210 0.01 298 Velocity = 28.5 ft/sec
0.14 0.3742 210 0.01 299 Flow = 20163 dscfm
0.14 0.3742 210 0.01 299
0.14 0.3742 210 0.01 299 MWeto = 44.05
0.14 0.3742 210 0.01 299 MolVol = 385.32
0.14 0.3742 210 0.01 298 ppmv/ft3 = 1000000

Run#2
0.14 0.3742 211 0.01 300 EtO Mass Flow = 0.0000231 lbs/min
0.14 0.3742 211 0.01 300 EtO Mass Flow = 0.001383 lbs/hr
0.14 0.3742 211 0.01 299
0.14 0.3742 211 0.01 299
0.14 0.3742 211 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 300
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 300
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 299

Run#3
0.14 0.3742 213 0.01 299
0.14 0.3742 213 0.01 299
0.14 0.3742 213 0.01 300
0.14 0.3742 213 0.01 300
0.14 0.3742 213 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 300
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 299
0.14 0.3742 212 0.01 300

Average =
0.14 0.3742 211.4 0.0100 299.1

= 671 degR
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Gas Certifications 
 


























